
Model

Pressure bar(g) 7 8 10 12 7 8 10 12 7 8 10 12 7 8 10 12 7 8 10 12

kW

1.10 1.72 2.31 3.40 6.10

8.10 12.10 16.78 22.50 40.00

8.88 13.26 18.33 24.64 43.95

0.87 1.67 2.81

8.40 14.10 23.30

9.21 15.43 25.50

Motor

Voltage

Starting Method

Efficiency Class

Enclsoure / ISO Class

Motor speed rpm

Airend

- Model YPM70A YPM70B YPM70A YPM92A YPM80A YPM112RA

- Diameter male rotor mm 43 58

- Speed rpm 3500 3000 3000 3000

Rated Fan Motor Power kW

Type of Cooling

Cooling Air Capacity m³/min

Air Discharge Temperature over Ambient K

Ambient Temperature (Min./Max.) °C

Sound Level

Stand Alone Unit dB(A)

Dimension (l x w x h)

Stand Alone Unit mm

Weight

Stand Alone unit kg

Compressed Air Outlet

Stand Alone Unit

Oil Capacity ltr

Residual Oil Content mg/m³

3/4 3/4 3/4 1 1-1/4

3-5 3-5 3-5 3-5 3-5

5 7 7 10 16

180 245 245 480340

650 x 610x 1255 742 x 682x 1420 742 x 682 x 1420 810 x 790 x 1590 910 x 890 x 1700

60 +/-2 62+/-2 62+/-2 63 +/-2 65+/-2

YPM55A

+15

+5 / +45 +5 / +45 +5 / +45 +5 / +45 +5 / +45

+15 +15 +15 +15

Air Cooling

43 75 75 104 158

0.110 0.156 0.156 0.270 0.620

3000 3000

Variable frequency starting

IE3

IP 23 / F

Variable

415V / 50Hz

82nd figure

Motor Output at shaft

kW (incl. Fan, icl.dryer)

10

3rd figure

29 43 49

M 10-50
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M 10 M 15 M 20 M 30 M 50

37

1st figure

7Free Air Delivery

m³/min (ISO 1217, Annex C)

Rated Motor Power 7.5 11 15 22

Terminal Power

12kW (ISO 1217, Annexe C)


